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The Contractor shall complete this Regulated Substances Pre-Construction Plan (RSPCP), describing the methods and manners in which regulated substances will be managed during construction activities.  The RSPCP is applicable to all contractor specific work areas.  The Site Contamination Health and Safety Plan (SCHASP), an attachment to the RSPCP, shall pertain to the Contractor, state employees, and any visitors at the work area.  After approval, the RSPCP shall be revised, as necessary, to reflect changed conditions in the field.   BDE 2730A is required for all amended RSPCPs or unexpected conditions that are encountered.
Section 1.
A.  Project Information
Illinois Department of Transportation (IDOT) Use Only
Land Use in Area
B. Endorsement
This plan must be approved by an Illinois licensed Professional Engineer (PE) or Professional Geologist (PG). 
Section 2.  Experience and Qualifications
A. Experience
The Contractor, or firm, herein referred to collectively as the Contractor, performing the regulated substances monitoring work and/or environmental observation of UST removal shall be pre-qualified in Hazardous Waste by the Department, or demonstration of acceptable project experience.  Acceptable project experience includes, but is not limited to, ongoing or completed at least five (5) documented Leaking Underground Storage Tank (LUST);  and/or five (5) Site Remediation Program (SRP) cleanup following 35 Ill. Admin. Code 734, 740 or 742 within the last ten (10) years, and/or an IDOT accepted Bureau of Design and Environment (BDE) 2733 (Regulated Substances Final Construction Report) from an IDOT-contracted project let after January 1, 2019.  IDOT accepted BDE 2733 forms shall be valid as a demonstration of project experience for a period of three years of the acceptance date to be documented in Section 2.C.2 of this form.  In specific cases, with the BDE written approval, applicable documented project experiences outside of the firm may be allowed for key personnel.  Acceptable qualifications shall be demonstrated with project experience in remediation and regulated substances operations for project sites in accordance with applicable federal, State, or local regulatory requirements.  Documentation of qualifications shall be provided to the Engineer for evaluation and acceptance.  Acceptable project documentation shall include, at a minimum, the regulatory identification numbers, project completion dates, and description of the Contractor's role in the projects.  
Is the Contractor or firm pre-qualified in Hazardous Waste by IDOT?
If not pre-qualified, complete Section 2.B.
The qualified personnel performing regulated substances monitoring work shall have a minimum of one year experience in similar activities as those required for the project and shall meet Section 669 of the Standard Specifications for Road and Bridge Construction requirements.
Does the Contractor or subcontractor have any current or former ties with any of the properties contained, adjoining or potentially affecting the work?
B. Contractor and Subcontractor Completing Regulated Substance Work
Provide a list of proposed subcontractors, related project experience, and the work that each will perform related to regulated substances services.
Section hidden based on pre-qualification in Hazardous Waste Simple or Advanced.
*Regulated substances monitoring personnel includes those physically conducting environmental observation and field screening or observing and documenting UST removals, soil disposal, and other regulated substances field activities, the person preparing the SCHASP and related duties.
40-Hour HAZWOPER
8-Hour Supervisor Training Course
C.  Project Experience (5 project minimum including accepted BDE 2733 forms.  See Section 2.C.2)
C.1  LUST/SRP Projects
Applicable Regulation(s)
Period Firm Worked on Project
C.2  IDOT Accepted Regulated Substances Monitoring Projects
D. Attach resume for regulated substances monitoring personnel required to have specialized training for the work to be performed as Attachment 1.
E. The Contractor must attach a copy of the current certification of completion of the 40 Hour HAZWOPER or Annual 8-Hour HAZWOPER Refresher, as applicable for each person assigned regulated substances monitoring duties as Attachment 2. (Include personnel preparing the SCHASP)
Section 3.  Site Contamination Operation Plan (SCOP)
A.  Mark all Regulated Substances Management concerns based on special provision memo.
Number of samples to be collected for landfill waste disposal characterization
B. Outline the procedures to mobilize all required subcontractor materials and equipment in a timely fashion and provisions to continue work in the potentially contaminated areas identified in the special provision.
C. Describe the methods that will be used to manage soil and/or groundwater for each regulated area.  Include a description of disposal methods, if applicable, or if the material will remain on-site.
(Best Management Practice - copy and paste regulated substances special provision and discuss each area)
D.  Provide as Attachment 3: site maps illustrating location(s) of soil and/or ground waste management areas, identified USTs to be removed, engineered barriers, staging areas, backfilled plugs, landfill waste disposal characterization sample locations, site PESA numbers and other pertinent information.
E. Temporary Staging
Soils and groundwater classified as 669.05(a)(1), 669.05(a)(3), 669.05(a)(4), 669.05(a)(5), 669.05(a)(6), 669.05(b)(2), or 669.05(d) must be pre-approved in writing by the Department prior to temporary staging.  Soil classified by BDE/D1 as 669.05(a)(2),  669.05(b)(1) and 669.05 (c) does not require prior Department approval for temporary staging.
Note:  Managed materials are considered to be temporarily staged if they remain onsite overnight. **If temporary staging of soil or groundwater is anticipated for this project, per 669.07 provide the following information.
Provide an estimate of the distance of the proposed staging area(s) to the nearest public or private water supply well.
Provide an estimate of the distance of the proposed staging area(s) to the nearest sensitive environmental receptor areas, including wetlands, rivers, streams, lakes or designated habitat zone.
Source Material Stationing  (To/From)
Source Material PESA  Site No.
Source Material Special Provision  Classification
Planned  Staging Area
Containerization Type Used (required for 669.05(a)(6) and 669.05(d)) 
Impermeable Layer (required for 669.05(a)(1) and 669.05(a)(5))
Cover type (required for all staging and  pre-approved stock-piling)
Provide on Attachment 3, maps illustrating the planned temporary staging area(s).
Section 4. Site Contamination Health and Safety Plan (SCHASP)
The Contractor shall develop a project specific SCHASP and submit the plan as Attachment 4.
The SCHASP shall specify procedures and equipment to protect site workers and observers from hazards encountered during activities in locations containing contaminated material.  A Health and Safety Specialist shall prepare the Site Contamination Health and Safety Plan.  The Contractor's Corporate Officer responsible for worker health and safety shall approve and sign the plan before submittal to the Department.
A qualified Health and Safety Specialist is defined as having a minimum of three years experience in hazardous waste operations, familiar with applicable health and safety procedures and protocols, and holds current training status according to 29 CFR 1910.120.  
The Contractor's corporate officer responsible for the Contractor's health and safety program and approval of the SCHASP shall be able to identify hazards;  assess employee exposure and risk;  have knowledge of Occupational Safety and Health Administration (OSHA) standards, hazards correction techniques and practices, work place safety, and health program requirements.  This person shall also be able to effectively communicate this knowledge both orally and in writing or contract for these abilities with a qualified Industrial Hygienist or Health and Safety Specialist.  
The responsibility for the selection, determination, implementation, and enforcement of all health and safety requirements including Personal Protective Equipment (PPE) and equipment lies solely with the Contractor.  The Contractor shall take all necessary precautions for the safety of, and provide the necessary protection to prevent damage, injury or loss to construction personnel performing work within the exclusion and decontamination zones.  The Contractor shall ensure all workers involved in any activities within the contaminated locations or associated with the contaminated materials are conversant with all the requirements of SCHASP and have signed off and dated personal acknowledgment of the plan.  The Contractor shall post copies of SCHASP at various locations throughout the work area to facilitate spontaneous review.  
A.  Zones.  Three distinct zones (exclusion, decontamination, and support) shall apply to projects adjacent to or within documented Leaking Underground Storage Tank (LUST) incidents, or under management in accordance with the requirements of the Site Remediation Program (SRP) Resource Conservation and Recovery Act (RCRA) or Comprehensive Environmental Response, Compensation and Liability Act (CERCLA), or as deemed necessary in the special provision(s).
         1.  Exclusion zones are the areas where contamination does or could occur.  These zones have the highest inhalation exposure potential and/or a high probability of skin contact with potential contaminants/contaminated materials.  The exclusion zone designation shall remain until the entire excavated area has been completely backfilled.  The Contractor shall ensure that neither their employees nor subcontractors execute maintenance repair operations on equipment located in the exclusion zone.
          2.  Decontamination zones are areas established to prevent the transfer of contaminants outside the exclusion zones.  This zone eliminates the possibility of the physical transfer of contaminating substances on people, equipment, or in the air to unregulated areas.  A combination of decontamination, distance from active work areas, zone restrictions, and work function shall eliminate the possibility of physical transfer of contamination.  This zone has the next highest inhalation hazard, but does not pose a high probability of skin contact.  This zone shall contain the equipment decontamination facility, areas designated for personnel decontamination, and emergency equipment.
         3.  Support zones shall include the remaining areas of the job site.  This zone shall contain the change and shower rooms, lunch and break areas, operation direction, and support facilities (including supplies, equipment storage, and maintenance areas).  No equipment or personnel shall enter the support zone from the exclusion zone without passing through the personnel or equipment decontamination zone.  Eating, drinking, smoking, etc., shall be allowed only in this zone.
 
B. Decontamination.  All personnel who have participated in construction or soil management activities involving special waste or hazardous waste shall go through decontamination.  Additionally, the Contractor shall perform a wet and/or dry decontamination process on excavation and construction equipment as specified when equipment is in contact with non-special waste, special waste, or hazardous waste.  No equipment or vehicle shall track visible material from a contaminated facility.
         1.  Personnel Decontamination.  All outer protective clothing used by personnel who contact contaminated material while in the exclusion zone shall be collected in plastic bags and placed in leak-proof sealable containers.  The Contractor shall inform the Engineer of the time and manner of disposal of containers containing contaminated protective clothing.  The Contractor shall be responsible for transporting and disposing of the containers.  
         2.  Equipment Decontamination.
             a.  Dry Decontamination.  The Contractor shall perform dry decontamination on equipment that has contacted material classified as a non-special waste, special waste, or hazardous waste before moving that equipment to any other location, whether the new location is contaminated or uncontaminated.  Dry equipment decontamination shall consist of the removal of material from excavation and construction equipment parts, such as shovels, wheel tracks, and buckets.  During dry decontamination, the Contractor shall ensure that removed contaminated material does not contact the ground surface.  
                 b.  Wet Decontamination.  The Contractor shall perform the wet documentation process when construction/soil management activities associated with non-special waste, special waste, or hazardous waste are followed by construction/soil management activities associated with uncontaminated excavation or fill material.  Before departure from the project area, all equipment and vehicles contacting contaminated material shall be wet decontaminated by the Contractor.
Personnel shall perform all wet equipment decontamination within the decontamination zone on equipment  decontamination pad(s).  The Contractor shall be responsible for the construction and maintenance of the decontamination pad(s) and for all equipment, materials, and personnel.  The pad(s) shall be designed to prevent loss of decontamination liquids to the surrounding environment through vertical infiltration and/or surface runoff from any part of the pad(s).
 
The Contractor shall place all removed wastes from the decontamination pad(s) in leak-proof containers and store temporarily in a secure staging area.  The Contractor shall be responsible for the transport and disposal of all waste generated from the decontamination process.
C. Health and Safety Training.  The Contractor shall indicate the designated environmental professional and the project safety officer responsible for monitoring activities within designated exclusion or decontamination zones have successfully completed the initial 40-hour Health and Safety Training Course and are current with refresher training pursuant to applicable federal, State and/or local standards, including OSHA requirements under 29 CFR 1910.120 (HAZWOPER).  The personnel required to have training in accordance with 29 CFR 1910.120 shall have certifications of completion for the Annual 8-Hour HAZWOPER Refresher with them on the jobsite while working in areas regulated under the special provision(s).  The designated environmental professional responsible for monitoring activities shall also have successfully completed an additional 8-Hour Supervisor Training Course pursuant to applicable federal, State and/or local standards, including OSHA requirements under 29 CFR 1910.120.  The Contractor is responsible for ensuring that other contractor and subcontractor personnel required to be trained under 29 CFR 1920.120 have received required training and updates.
D.  Medical Exams.  The Contractor shall indicate all personnel in his/her work force who are required to have the training described in Section 4.C. of this form have received and passed a current medical examination as required under applicable federal, State and/or local standards.  The Contractor is responsible for ensuring that other contractor and subcontractor personnel subject to medical monitoring under 29 CFR 1910.120 have received and passed a current medical examination under applicable federal, State, and/or local standards.
SCHASP is attached:
Medical exams are current for field personnel in accordance with 29 CFR 1910.120
Section 5. Site Contamination Erosion Control Plan (SCECP)
The Contractor shall prevent flow of storm water into excavated contaminated areas.  The Contractor shall divert storm water away from the exclusion and decontamination zones using appropriate storm water erosion control methods. 
The Contractor shall control and minimize the release of dust during non-special waste, special waste, or hazardous waste removal activities.  The Contractor may use water or acceptable chemicals to control dust emissions.  Within the SCECP, the Contractor shall include a description of intended dust control measures. 
DESU shall submit this form to the RE to return to the Contractor.
OR
Section 6.  IDOT Acceptance
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